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SS4G4DR / IC430
4” SS LED Downlight Gen 4

5 7/8” 7 1/8”

13 1/2”

12 3/4”

Ceiling Cut Out: 4 3/4”
Maximum Ceiling Thickness: 1 1/4”

4 1/8”

5 1/2”

Reflector Part Number  (Example: IC430HZ-SF)

Reflector Reflector Finish Trim Option

IC430 C
HZ
W

(Clear)
(Haze)
(White)

-SF
-SFW

(Self-Flanged)
(Self-Flanged White)

EM7T (Integral Test Switch)

1 1/4”

Sensor Control Module

Housing Part Number  (Example: SS4G4DRL4358)

Housing LED Module CCT / CRI Dimming Voltage Options

SS4G4DR L1
L2
L3
L4
L5
L6
L71

(9 Watts)
(13 Watts)
(17 Watts)
(21 Watts)
(26 Watts)
(37 Watts)
(47 Watts)

278
308
358
408

(2700K / 80 CRI)
(3000K / 80 CRI)
(3500K / 80 CRI)
(4000K / 80 CRI)

blank
-IE2

(Osram 0-10V 1%)
(Intellect Wireless 1%)

blank
347

(Universal 120/277V)
(347V)

EM7

EM7T

EM208

EOL
I100
I200
I400

(7W Emergency Backup w/ Remote 
Test Switch IOTA part #ILB-CP07-A)
(7W Emergency Unit w/ Integral 
Test Switch IOTA part #ILB-CP07-R)
(20W Emergency Backup w/ Remote 
Test Switch IOTA ILB-CP20-HE-S)
(End-of-Life Indicator at 50,000 hours)
(C-Channel Bar Hangers)
(Flat Bar Hangers)
(Wood Joist Bar Hangers)

  Not available with universal voltage, must specify blank (120V) or 27 (277V)  

-DIM3,4

-ED10V1
-ED10V01
-LUT5

-LUT55

-LUT24,5

-DMXR6

(Phase Dimming)
(eldoLED 0-10V 1%)
(eldoLED 0-10V 0.1%)
(Lutron® LDE1 EcoSystem 1%)
(Lutron® LDE5 EcoSystem 5%)
(Lutron® LTEA2W 2-Wire 1%)
(DMX512 RDM 0.1%)

blank
27

(120V)
(277V)

Notes: 
1. 347V Not available with L7 option
2. Intellect not available with eldoLED, Lutron, Dali or DMX Dimming
      (Integrated intellect control system includes sensor and power pack.     
      Keypad Room Controller must be specified separately)
3. Not available in L1, L2 or L7
4. Not available in 277V
5. Lutron not available in L1 & L7
6. DMX512 RDM not available in L1 & L2
7. 347V only available with Osram 0-10V 1% Dimming
8. 20W emergency not available in L1, L2 & L3

LED MODULE
 ■ Powered by OSRAM high performance 
LED engine 

 ■ 50,000 hours at 70% lumen 
maintenance

 ■ 80 CRI at 2700K, 3000K, 3500K, 4000K 

ELECTRICAL SYSTEM
 ■ Universal voltage 120-277V when 
specified with Osram 0-10V 1% or 
Intellect options only

 ■ eldoLED, Lutron and DMX Dimming 
must specify voltage

 ■ Phase dimming available in 120V only
 ■ 347V available with Osram 0-10V 1% 
Dimming only

 ■ Power factor >.9, 50/60Hz

EMERGENCY BACKUP
External battery operates LED load of up 
to 7W at a minimum of 800 lumens for 90 
minutes (EM7), or 20W at a minimum of 
2300 lumens for 90 minutes (EM20). 
Available with remote or integral test 
switch, must specify.

OPTICAL SYSTEM
Specification grade reflector with 
1.2mm thickness. Architectural, discrete 
polished self flange standard. Optional 
painted white flange is available. Meets 
RP-1 requirements with controlled light 
distribution at a 55° cut off.

DIMMING
 ■ 0-10V Dimming 1%
 ■ Forward/reverse phase dimming 1% 
(120V only)

 ■ EldoLED 0-10V  0.1% or 1%
 ■ Lutron® LDE1 Hi-Lume 1% EcoSystem 
LED driver with Soft-on, Fade-to-Black 
dimming technology

 ■ Lutron® LTEA2W Hi-Lume 1% 2-Wire 
LED driver (120V forward phase only)

 ■ Lutron® LDE5 5-Series EcoSystem 
LED driver

 ■ DMX512 RDM 0.1% 

 INTELLECT™

 ■ Listed on the DesignLights Consortium 
(DLC) Qualified Product List (QPL) for 
Networked Lighting Control systems

 ■ Integrated control system provides 
occupancy and light level detection, 
and controls the load directly by the 
power control module Integrated 
intelligent fixture controls

 ■ Only hot and neutral power required at 
all devices, no need for control wires

 ■ 12’ ceiling height maximum
 ■ 24” cable provided for connection 
between sensor and power control 
module

 ■ Keypad Room controller must be 
specified separately

 ■ Visit Leviton Intellect™ for more info

FRAME CONSTRUCTION
Heavy duty galvanized steel frame with 
a large access junction box. ETL listed 
for through wiring. LED light engine and 
driver are accessible from above or below 
ceiling.

INSTALLATION
The luminaire is type Non-IC. Insulation 
must be kept at a minimum of 3” 
away from fixture. Universal mounting 
brackets included. Compatible with 
C-channel, flat bar, wood joist bar hanger 
and EMT. Bar hangers must be ordered 
separately. C-channel is recommended 
for T-bar ceilings. Maximum ceiling 
thickness is 1 1/4”.

END-OF-LIFE INDICATOR
Optional end-of-life indicator helps the 
end user to receive a signal from the 
fixture indicating that it has reached 
its programmed life-time. After the LED 
driver reaches the programmed life-time, 
whenever it is turned ON, it stays at 
‘Dim’ level (10%) for 10 minutes and then 
reaches its appropriate level.

LISTING/WARRANTY
 ■ ETL listed to US and Canadian 
standards for damp locations.

 ■ 5-Year Intense LED Limited Warranty

ELECTRICAL DATA

LED Light Engine
System Wattage *

CCT
Nominal Delivered 

Lumens **
120-277V 347V

L1
L2
L3
L4
L5
L6
L7

9W
13W
17W
21W
26W
37W
47W

9.7W
14.5W
19.5W
24W
29W
37W
N/A

3500K
3500K
3500K
3500K
3500K
3500K
3500K

1000lm
1500lm
2000lm
2500lm
3000lm
4000lm
5000lm

* System Wattage includes driver and LED Module consumption.   |   ** Delivered lumen output will vary depending on CCT selection.
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Distance to Floor 
(Feet)

Footcandles 
at Nadir

Beam Diameter 
(Feet)

6’
8’
10’
12’

22.8fc
12.8fc
8.2fc
5.7fc

6’ 6”
8’ 8”
11’

13’ 2”

SS4G4DR / IC430
4” SS LED Downlight Gen 4

SS4G4DRL1358 / IC430C

Test Number: 20180614-7.001
Lumens: 1015.4lm
Watts: 8.6W
Efficacy: 118 lm/w

SS4G4DRL2358 / IC430C

SS4G4DRL3358 / IC430C

Candela Distribution

Angle Candela

0°
5°
15°
25°
35°
45°

821
828
874
834
455
50

Zonal Lumen Summary

Zone Lumens %Fixture

0-30
0-40
0-60
60-90

703
963

1,013
3

69
95
100
.3

0-90 1,015 100

SS4G4DRL4358 / IC430C

L1 LED Module - CCT Multipliers:
2700K  (x 1.00), 3000K  (x 1.00), 3500K  (x 1.00), 4000K  (x 1.08)

L3 LED Module - CCT Multipliers:
2700K  (x 0.97), 3000K  (x 0.97), 3500K  (x 1.00), 4000K  (x 1.03)

L2 LED Module - CCT Multipliers:
2700K  (x 0.95), 3000K  (x 0.97), 3500K  (x 1.00), 4000K  (x 1.03)

L4 LED Module - CCT Multipliers:
2700K  (x 0.97), 3000K  (x 0.97), 3500K  (x 1.00), 4000K  (x 1.03)

Distance to Floor 
(Feet)

Footcandles 
at Nadir

Beam Diameter 
(Feet)

6’
8’
10’
12’

34.2fc
19.2fc
12.3fc
8.55fc

6’ 6”
8’ 8”
11’

13’ 2”

Test Number: 20180614-7.002
Lumens: 1521.1lm
Watts: 12.8W
Efficacy: 119 lm/w

Candela Distribution

Angle Candela

0°
5°
15°
25°
35°
45°

123
1241
130
1248
636
74

Zonal Lumen Summary

Zone Lumens %Fixture

0-30
0-40
0-60
60-90

1,053
1,443
1,517

4

69
95
100
.3

0-90 1,521 100

Distance to Floor 
(Feet)

Footcandles 
at Nadir

Beam Diameter 
(Feet)

6’
8’
10’
12’

45.5fc
25.6fc
16.4fc
11.4fc

6’ 6”
8’ 8”
11’

13’ 2”

Test Number: 20180614-7.003
Lumens: 2026.7lm
Watts: 17.2
Efficacy: 118 lm/w

Candela Distribution

Angle Candela

0°
5°
15°
25°
35°
45°

1640
1653
1744
1663
847
100

Zonal Lumen Summary

Zone Lumens %Fixture

0-30
0-40
0-60
60-90

1,403
1,923
2,021
5.7

69
95
100
.3

0-90 2,026 100

Distance to Floor 
(Feet)

Footcandles 
at Nadir

Beam Diameter 
(Feet)

6’
8’
10’
12’

57fc
32.1fc
20.5fc
14.3fc

6’ 6”
8’ 8”
11’

13’ 2”

Test Number: 20180614-7.004
Lumens: 2536.4lm
Watts: 21.4W
Efficacy: 118 lm/w

Candela Distribution

Angle Candela

0°
5°
15°
25°
35°
45°

2052
2069
2182
2082
1061
125

Zonal Lumen Summary

Zone Lumens %Fixture

0-30
0-40
0-60
60-90

1,756
2,406
2,529

7.1

69
95
100
.3

0-90 2,536 100
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SS4G4DR / IC430
4” SS LED Downlight Gen 4

SS4G4DRL5358 / IC430C SS4G4DRL6358 / IC430C

L5 LED Module - CCT Multipliers:
2700K  (x 0.91), 3000K  (x 0.99), 3500K  (x 1.00), 4000K  (x 1.02)

L6 LED Module - CCT Multipliers:
2700K  (x 0.91), 3000K  (x 0.99), 3500K  (x 1.00), 4000K  (x 1.02)

SS4G4DRL7358 / IC430C

L7 LED Module - CCT Multipliers:
2700K  (x 0.91), 3000K  (x 0.99), 3500K  (x 1.00), 4000K  (x 1.02)

Distance to Floor 
(Feet)

Footcandles 
at Nadir

Beam Diameter 
(Feet)

6’
8’
10’
12’

68.4fc
38.5fc
24.6fc
17.1fc

6’ 6”
8’ 8”
11’

13’ 2”

Test Number: 20180614-7.005
Lumens: 3042.1lm
Watts: 26.3W
Efficacy: 115 lm/w

Candela Distribution

Angle Candela

0°
5°
15°
25°
35°
45°

2461
2481
2617
2497
1364
150

Zonal Lumen Summary

Zone Lumens %Fixture

0-30
0-40
0-60
60-90

2,106
2,886
3,033
8.5

69
95
100
.3

0-90 3,042 100

Distance to Floor 
(Feet)

Footcandles 
at Nadir

Beam Diameter 
(Feet)

6’
8’
10’
12’

91.1fc
51.2fc
32.8fc
22.8fc

6’ 6”
8’ 8”
11’

13’ 2”

Test Number: 20180614-7.006
Lumens: 4053.4lm
Watts: 36.6W
Efficacy: 110 lm/w

Candela Distribution

Angle Candela

0°
5°
15°
25°
35°
45°

3279
3306
3487
3327
1695
199

Zonal Lumen Summary

Zone Lumens %Fixture

0-30
0-40
0-60
60-90

2,806
3,845
4,042
11.4

69
95
100
.3

0-90 4,053 100

Distance to Floor 
(Feet)

Footcandles 
at Nadir

Beam Diameter 
(Feet)

6’
8’
10’
12’

112fc
63fc

40.3fc
28fc

6’ 6”
8’ 8”
11’

13’ 2”

Test Number: 20180614-7.007
Lumens: 4983lm
Watts: 46.5W
Efficacy: 107 lm/w

Candela Distribution

Angle Candela

0°
5°
15°
25°
35°
45°

4032
4064
4287
4090
2084
244

Zonal Lumen Summary

Zone Lumens %Fixture

0-30
0-40
0-60
60-90

3,450
4,727
4,969

14

69
95
100
.3

0-90 4,983 100
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STRIP - STATIC WHITE

SW24/1.5

DIMENSIONS

*Tested with SW24/1.5-DRY  

Section (in) DRY DMP WET

A 0.32" 0.32" 0.39"

B 0.16" 0.16" 0.16"

C 1.00" 1.00" 1.00"

D 0.06" 0.12" 0.21"

A

B
C

.25"

LED seperation

Width

D
Height

Cut length

ENC RATED STRIP ARE NOT FIELD CUTTABLE

TECHNICAL INFORMATION [L70 = 30000 HRS]

NOTES:  
• Field modifications must comply with Q-Tran’s installation methods otherwise warranty is null and void

• All data has +/- 5% tolerance

• 5 year warranty

• NRTL Listed for install in Storage Areas with Clothing, NEC Field 410.2 and 410.16

 when assembled as a fixture, at Q-Tran facility (Not applicable for encapsulation)

• Title 24 - JA8-2016 Strips: Dry rated, 2200K and above

1 BW comes in standard 24”- request custom length (Max 120”) by writing it in inches next to “BW” in the order code box

 (ex. BW48)

2• Wire orientation for MATCH will be dictated by extrusion Feed In/Feed Out selection

• Connector/Wire In or Out not needed to specify product. Standard configuration is BW for Wire In and CLS for Wire out

3 If ordering an encapsulated extrusion, ENC (Encapsulated in Extrusion) must be chosen for your strip

OR
2
MATCH

OR 2
MATCH

2
MATCH

OR 2
MATCH

Matches EXT 
length ordered

Matches EXT 
length ordered

Matches EXT 
length ordered

Matches EXT 
length ordered

1" increments

1" increments

1" increments

Voltage: 24 VDC

Wattage: 1.5 W/ft

BRL

Male Barrel 6"

BRL

Female Barrel 6"

DRY ONLY

CLS

Not soldered Not soldered

CLS

CONNECTOR/WIRE IN CONNECTOR/WIRE OUT

1
BW

Bare Wire 24" Bare Wire 24"

1
BW

- 2400K

- 2700K

- 3000K

- 3500K

- 4000K

- 2000K

- 2200K

- 2400K

- 2700K

- 3000K

- 3500K

- 4000K

20

22

24

27

30

35

40

24

27

30

35

40

CCT Lumen/ft CRI Ra CRI R9 TM30 Rf TM30 Rg

2000K 144 94 64 89 104

2200K 149 96 93 95 103

2400K 154 97 94 95 102

2700K 163 97 98 95 102

3000K 172 98 98 94 101

3500K 179 98 98 92 101

4000K 173 95 86 89 100

SW24/1.5

V/WATTS CCT - LUMENS/CRI ILLUMINATED LENGTH (IN)RATED
2CONNECTOR/

WIRE IN

2CONNECTOR/
WIRE OUT

DRY

WET

DMP

3
ENC

1"-768"

1"-180"

1"-360"

1
BW

BRL

CLS

1
BW

BRL

1
BW

BRL

CLS

1
BW

BRL

CLS

1
BW

BRL

CLS

1
BW

BRL

- No lens

144/94

149/96

154/97

163/97

172/98

179/98

173/95

***/**

130/96

138/98

145/95

154/95

123/94

128/96

131/95

131/94

141/94

155/94

161/95

- 2000K

- 2200K

- 2400K

- 2700K

- 3000K

- 3500K

- 4000K

20

22

24

27

30

35

40

JA8-2016

COMPLIANT

COMPATIBLE EXTRUSIONS

ARKA FLURTORQ TELA LATOTRE3 LALOSLIM VEVEWIDE VEGAROND MDIN

  DRY   DRY   DRY   DRY   DRY   DRY   DRY   DRY   DRY   DRY   DRY   DRY   DRY
  DMP   DMP   DMP   DMP   DMP   DMP   DMP   DMP   DMP   DMP   DMP   DMP   DMP
  ENC   ENC   ENC   ENC   ENC   ENC   ENC   ENC   ENC   ENC   ENC   ENC   ENC
  WET   WET   WET   WET   WET   WET   WET   WET   WET   WET   WET   WET   WET
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STRIP - STATIC WHITE - SW24/1.5

RESOURCE GUIDE - BUILDING A FIXTURE

   

   

BUILDING A FIXTURE

Fill out the ordering code on the STRIP cutsheet, choosing "MATCH" for ILLUMINATED LENGTH (IN).

Fill out the ordering code for the EXTRUSION cutsheet and choose a non-encapsulated lens (Clear, Frosted, Polar, or Diffused).

1

2

SW24/1.5

V/WATTS

30

CCT - LUMENS/CRI

MATCH

ILLUMINATED LENGTH (IN)RATED

DRY

3CONNECTOR/
WIRE IN

BW

3CONNECTOR/
WIRE OUT

CLS

The strip you just created will now be fitted and installed into an extrusion. The strip and extrusion will not be equal in length; the strip will stop just short of the extrusion's endcaps. 

TORQ

PRODUCT FINISH LENS TYPEMOUNTING

ST SST CL S1 12"

FINISHED FIXTURE 
LENGTH (IN)
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DRY

- 1" Cutpoints

- Field Cuttable

- Lengths up to 768"

RATED

STRIP - STATIC WHITE - SW24/1.5

RESOURCE GUIDE - LINEAR & EXTRUSION

WET

- Enclosed in silicone sleeving

- 1" Cutpoints

- Lengths up to 360"

DAMP

- Encapsulated in Polyurethane

- 1" Cutpoints

- Lengths up to 180"

.32"

.06"

.39"

.21"

.32"

.12"

COMPATIBLE EXTRUSIONS

  MDIN     LATO   FLUR

   ARKA    TELA    VEVE   TALO     LALO

   WIDE      VEGA    TRE3     TORQ   SLIM    ROND

COMPATIBLE EXTRUSIONS

  MDIN     LATO   FLUR

   ARKA    TELA    VEVE   TALO     LALO

   WIDE      VEGA    TRE3     TORQ   SLIM    ROND

COMPATIBLE EXTRUSIONS

  MDIN     LATO   FLUR

   ARKA    TELA    VEVE   TALO     LALO

   WIDE     VEGA    TRE3     TORQ  SLIM
with no lens

   ROND
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ENC

- Encapsualted extrusion in Polyurethane

- Lengths up to 120"

- NOT FIELD CUTTABLE

RATED

STRIP - STATIC WHITE - SW24/1.5

RESOURCE GUIDE - ENCAPSULATION

BUILDING AN ENCAPSULATED FIXTURE

   

   

Fill out the ordering code on the STRIP cutsheet, choosing "ENC" for RATED and "MATCH" for ILLUMINATED LENGTH (IN).

Fill out the ordering code for the EXTRUSION cutsheet and choose an encapsulated lens (ENC/CL or ENC/TL).

1

2

SW24/1.5

V/WATTS

30

CCT - LUMENS/CRI

MATCH

ILLUMINATED LENGTH (IN)RATED

ENC

3CONNECTOR/
WIRE IN

BW

3CONNECTOR/
WIRE OUT

CLS

The strip you just created will now be fitted and installed into an extrusion. The strip and extrusion will not be equal in length; the strip will stop just short of the extrusion's endcaps. 

TORQ

PRODUCT FINISH LENS TYPEMOUNTING

ST SST ENC/CL S1 12"

FINISHED FIXTURE 
LENGTH (IN)

COMPATIBLE EXTRUSIONS: 

  MDIN    LATO  FLUR

  ARKA   TELA   VEVE   TALO    LALO

  WIDE     VEGA   TRE3  TORQ  SLIM   ROND
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STRIP - POWER SUPPLIES & CONTROL
RESOURCE GUIDE - COMPATIBILITY

A
PP

LI
C

A
TI

O
N

PRODUCTS

FUNCTION CONTROL MOUNTING STRIP

Dim to 
Black

1% 10% Non-Dim DMX 0-10V Phase DALI
ECO 

System
Surface Recessed

Direct 
Burial

Static White
Dynamic 

White
Static Color

Dynamic 
Color

SW SW SW-IA DW SC RGB RGBW

24/ 24/ 24/ 24/ 24/ 24/ 24/

1.5-4.0 5.0-7.5 5.0 6.0 5.0 5.3 6.0

iQ-PH *     
iQ-PH+QD1 *     

QJB-DC    
QJBL-DC    
Q6S-DC    

Q6M-DC+CAP      
QTM-DC    

QTM-DC+CAP      
QTM-eLED       

QTM-eLED+DMX       
QTM-ELED+WD     
QTM-ELED+AW     
QTM-ELED+IA     
QTM-DRIVE

 
DMX & DALI

          
QTM-eLED(E)       
QTM-eLED(L)       

iQ-D010-96-20      
iQ-ND-96-20     

iQ-PH *     
QOM-DC    

QOM-DC+CAP      
QOM-eLED      

QOM-eLED+DMX      
QOM-eLED+WD    
QOM-eLED+AW    
QOM-eLED+IA    
QOM-DRIVE

 
DMX & DALI

         
QOM-PH *     

Q-SET-eLED      
Q-SET-mLED    

Q-HEX-Mini-DC    
iQ-ND-50-65     

QOM-eLED-PS      
QOM-DRIVE-PS

 
DMX & DALI

         
QOM-PH-PS *     

O
U

T
D

O
O

R
IN

D
O

O
R

P
O

O
L
 

&
 S

P
A

*

*

*

*

*

NOTES:  
* Requires Dimmer with low end trim
• See power supplies cut sheets for more information

• Data subject to change, all data has +/- 5% tolerance
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STRIP - STATIC WHITE - SW24/1.5

RESOURCE GUIDE - COLOR DATA

NOTES:  • CRI R values, only R1-R8 are used to calculate RA CRI values

• TM30 C values, 16 binned values out of total of 99 C values

• CQS Q values

• Data subject to change, all data has +/- 5% tolerance

2000K

2200K

2400K

2
2
0
0
 K

2
7
0
0
 K

3
0
0
0
 K

3
5
0
0
 K

5
8
0

5
9
0

2235 K 
 

TM30 
Hue Bin Rf Chroma Hue 

1 96 -1% 1% 
2 97 1% 1% 
3 94 1% 0% 
4 96 0% -2% 
5 96 1% 1% 
6 94 3% 2% 
7 96 1% 1% 
8 95 4% 0% 
9 95 2% 0% 

10 96 2% 0% 
11 94 4% -2% 
12 92 3% -4% 
13 90 2% -10% 
14 85 -1% -9% 
15 96 -1% -1% 
16 94 -1% -3% 

CIE 1931 Zoom Rg Rf 

 

 

 

 

 

 

 

 

 

 

 

R1 R2 R3 R4 R5 R6 R7 R8 R9 R10 R11 R12 R13 R14 R15 

95.4 96.0 99.0 94.9 94.1 90.5 95.8 96.4 93.5 93.1 89.6 84.1 94.7 98.2 98.8 

Q1 Q2 Q3 Q4 Q5 Q6 Q7 Q8 Q9 Q10 Q11 Q12 Q13 Q14 Q15 

89.4 89.6 92.1 91.2 91.1 90.3 89.5 90.3 91.0 92.5 92.3 92.3 91.4 87.4 89.7 

C1 C2 C3 C4 C5 C6 C7 C8 C9 C10 C11 C12 C13 C14 C15 C16 

96.3 96.7 94.4 96.2 96.2 93.9 96.2 94.9 95.4 96.1 93.7 92.1 89.9 84.8 95.7 93.8 

CRI: 95.3 

CRI R9: 93.5 

TM30 Rf: 94.7 

TM30 Rg: 102.2 

CQS: 90.3 

X: 0.498 

Y: 0.408 

U: 0.288 

V: 0.355 

Δuv: -0.0022 
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TM30 
Hue Bin Rf Chroma Hue 

1 90 -4% 0% 
2 87 -3% 5% 
3 85 0% 7% 
4 87 6% 7% 
5 89 9% 4% 
6 86 10% 0% 
7 85 5% -8% 
8 88 1% -8% 
9 92 -1% -4% 

10 94 -3% 1% 
11 92 1% 3% 
12 90 2% 2% 
13 88 6% -9% 
14 71 1% -15% 
15 86 0% -9% 
16 88 -4% -7% 

CIE 1931 Zoom Rg Rf 

 

 

 

 

 

 

 

 

 

 

 

R1 R2 R3 R4 R5 R6 R7 R8 R9 R10 R11 R12 R13 R14 R15 

95.0 97.8 97.5 94.6 94.8 97.7 90.6 82.0 64.1 93.0 96.4 93.9 96.1 96.8 90.1 

Q1 Q2 Q3 Q4 Q5 Q6 Q7 Q8 Q9 Q10 Q11 Q12 Q13 Q14 Q15 

75.7 83.9 81.7 82.4 82.9 78.3 73.8 76.6 85.3 83.2 82.3 81.2 81.0 79.9 78.3 

C1 C2 C3 C4 C5 C6 C7 C8 C9 C10 C11 C12 C13 C14 C15 C16 

90.0 87.2 85.0 87.5 88.8 86.4 84.5 87.6 91.9 94.2 92.1 89.9 88.2 71.0 85.8 88.0 

CRI: 93.8 

CRI R9: 64.1 

TM30 Rf: 88.5 

TM30 Rg: 103.7 

CQS: 79.8 

X: 0.521 

Y: 0.409 

U: 0.303 

V: 0.357 

Δuv: -0.0016 
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TM30 
Hue Bin Rf Chroma Hue 

1 96 -1% 1% 
2 97 0% 0% 
3 95 1% 0% 
4 94 -2% -3% 
5 96 -1% 0% 
6 95 1% 2% 
7 96 0% 2% 
8 96 2% 1% 
9 94 2% 3% 

10 95 2% 2% 
11 92 5% 2% 
12 92 3% -3% 
13 90 2% -8% 
14 90 2% -6% 
15 94 -2% -1% 
16 91 0% -6% 

 

CIE 1931 Zoom Rg Rf 

 

 

 

 

 

 

 

 

 

 

 

 

R1 R2 R3 R4 R5 R6 R7 R8 R9 R10 R11 R12 R13 R14 R15 

96.2 96.7 99.1 96.6 95.6 92.3 96.1 96.6 94.1 94.5 92.5 86.2 95.7 98.4 98.7 

Q1 Q2 Q3 Q4 Q5 Q6 Q7 Q8 Q9 Q10 Q11 Q12 Q13 Q14 Q15 

91.3 93.0 93.8 94.3 95.2 94.9 92.7 93.5 94.8 95.7 95.6 95.5 94.7 91.3 92.2 

C1 C2 C3 C4 C5 C6 C7 C8 C9 C10 C11 C12 C13 C14 C15 C16 

95.6 96.7 95.2 93.5 95.9 95.1 95.5 96.4 94.3 95.0 92.4 91.9 89.9 89.8 94.2 91.0 

CRI: 96.2 

CRI R9: 94.1 

TM30 Rf: 94.1 

TM30 Rg: 101.6 

CQS: 93.4 

X: 0.477 

Y: 0.407 

U: 0.275 

V: 0.352 

Δuv: -0.0023 



© 2019 Q-Tran Inc.   All rights reserved    |   155 Hill St. Milford, CT 06460    |    203-367-8777    |    sales@q-tran.com    |    www.q-tran.com    |    Specification subject to change    | Rev-12-05-19

RESOURCE GUIDE - COLOR DATA

STRIP - STATIC WHITE - SW24/1.5
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TM30 
Hue Bin Rf Chroma Hue 

1 95 -1% 1% 
2 97 0% 0% 
3 96 0% 0% 
4 94 -2% -2% 
5 93 -5% 0% 
6 97 0% 1% 
7 92 -3% 4% 
8 97 0% 2% 
9 92 1% 5% 

10 89 2% 6% 
11 90 4% 5% 
12 91 6% -1% 
13 94 1% -4% 
14 92 3% -4% 
15 91 0% -1% 
16 90 2% -7% 

CIE 1931 Zoom Rg Rf 

 

 

 

 

 

 

 

 

 

 

 

R1 R2 R3 R4 R5 R6 R7 R8 R9 R10 R11 R12 R13 R14 R15 

97.1 97.7 98.5 98.9 97.3 95.3 97.2 97.9 97.7 97.4 96.7 83.2 96.9 98.1 97.3 

Q1 Q2 Q3 Q4 Q5 Q6 Q7 Q8 Q9 Q10 Q11 Q12 Q13 Q14 Q15 

93.0 96.6 92.2 92.1 94.4 97.3 95.5 96.4 97.8 97.4 97.3 97.7 97.6 95.3 95.0 

C1 C2 C3 C4 C5 C6 C7 C8 C9 C10 C11 C12 C13 C14 C15 C16 

94.9 96.9 96.1 93.8 92.7 96.8 91.8 97.2 91.9 89.0 90.1 90.9 93.9 92.1 91.1 89.6 

CRI: 97.5 

CRI R9: 97.7 

TM30 Rf: 93.2 

TM30 Rg: 100.7 

CQS: 95.1 

X: 0.428 

Y: 0.394 

U: 0.249 

V: 0.344 

Δuv: -0.0027 
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TM30 
Hue Bin Rf Chroma Hue 

1 94 -1% 1% 
2 96 0% 0% 
3 96 0% 0% 
4 93 -3% -2% 
5 91 -6% 0% 
6 97 -1% 1% 
7 92 -3% 4% 
8 94 -1% 3% 
9 90 0% 6% 

10 86 1% 9% 
11 86 5% 7% 
12 91 4% 1% 
13 95 1% -3% 
14 92 4% -3% 
15 90 1% -2% 
16 90 1% -4% 

CIE 1931 Zoom Rg Rf 

 

 

 

 

 

 

 

 

 

 

 

R1 R2 R3 R4 R5 R6 R7 R8 R9 R10 R11 R12 R13 R14 R15 

97.6 98.4 97.7 99.0 97.5 95.9 97.3 97.7 98.3 99.0 98.1 77.9 97.7 97.8 96.6 

Q1 Q2 Q3 Q4 Q5 Q6 Q7 Q8 Q9 Q10 Q11 Q12 Q13 Q14 Q15 

93.6 98.5 91.1 90.3 93.6 97.0 97.0 98.0 98.5 98.2 98.0 98.7 99.0 97.3 96.3 

C1 C2 C3 C4 C5 C6 C7 C8 C9 C10 C11 C12 C13 C14 C15 C16 

94.0 96.4 95.6 92.6 90.8 96.6 91.8 94.2 90.1 85.9 86.5 91.1 94.7 91.6 90.0 89.6 

CRI: 97.6 

CRI R9: 98.3 

TM30 Rf: 91.8 

TM30 Rg: 100.1 

CQS: 95.4 

X: 0.403 

Y: 0.383 

U: 0.237 

V: 0.339 

Δuv: -0.0028 
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TM30 
Hue Bin Rf Chroma Hue 

1 96 0% 1% 
2 97 1% 0% 
3 96 1% 0% 
4 94 -2% -2% 
5 96 -2% 1% 
6 96 1% 1% 
7 93 -1% 3% 
8 97 1% 1% 
9 94 1% 3% 

10 93 2% 4% 
11 93 4% 3% 
12 92 4% -2% 
13 93 1% -5% 
14 93 2% -4% 
15 94 -1% 0% 
16 91 1% -6% 

 

CIE 1931 Zoom Rg Rf 

 

 

 

 

 

 

 

 

 

 

 

 

R1 R2 R3 R4 R5 R6 R7 R8 R9 R10 R11 R12 R13 R14 R15 

96.1 97.0 98.9 97.1 96.0 93.8 97.2 98.4 98.0 95.4 93.9 86.6 95.8 98.2 97.4 

Q1 Q2 Q3 Q4 Q5 Q6 Q7 Q8 Q9 Q10 Q11 Q12 Q13 Q14 Q15 

93.7 95.7 94.0 94.6 96.3 97.1 94.5 95.8 97.6 97.3 97.4 97.6 97.2 94.2 94.7 

C1 C2 C3 C4 C5 C6 C7 C8 C9 C10 C11 C12 C13 C14 C15 C16 

95.9 97.2 95.9 94.0 95.6 96.5 92.8 97.3 94.2 93.1 92.7 91.6 93.1 92.7 93.6 90.9 

CRI: 96.8 

CRI R9: 98.0 

TM30 Rf: 94.3 

TM30 Rg: 101.4 

CQS: 95.4 

X: 0.450 

Y: 0.401 

U: 0.260 

V: 0.348 

Δuv: -0.0029 

NOTES:  • CRI R values, only R1-R8 are used to calculate RA CRI values

• TM30 C values, 16 binned values out of total of 99 C values

• CQS Q values

• Data subject to change, all data has +/- 5% tolerance
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RESOURCE GUIDE - COLOR DATA

STRIP - STATIC WHITE - SW24/1.5
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TM30 
Hue Bin Rf Chroma Hue 

1 90 0% 3% 
2 93 1% -1% 
3 94 1% -1% 
4 90 -4% -3% 
5 88 -7% -2% 
6 94 -4% 1% 
7 89 -5% 4% 
8 87 -2% 7% 
9 83 0% 12% 

10 82 2% 9% 
11 84 6% 7% 
12 92 4% 0% 
13 92 3% -2% 
14 93 -1% 1% 
15 88 2% -2% 
16 87 2% -3% 

 

CIE 1931 Zoom Rg Rf 

 

 

 

 

 

 

 

 

 

 

 

 

R1 R2 R3 R4 R5 R6 R7 R8 R9 R10 R11 R12 R13 R14 R15 

93.8 94.8 98.5 96.1 93.9 92.5 94.8 94.1 85.3 92.4 98.0 72.0 93.6 98.8 90.6 

Q1 Q2 Q3 Q4 Q5 Q6 Q7 Q8 Q9 Q10 Q11 Q12 Q13 Q14 Q15 

90.5 97.8 89.6 86.6 89.4 93.0 98.4 98.5 97.8 98.7 97.3 97.7 97.8 95.8 93.6 

C1 C2 C3 C4 C5 C6 C7 C8 C9 C10 C11 C12 C13 C14 C15 C16 

90.4 93.4 94.4 89.5 87.5 93.6 89.3 86.9 83.2 82.2 84.3 92.3 92.0 93.1 87.7 87.0 

CRI: 94.8 

CRI R9: 85.3 

TM30 Rf: 88.8 

TM30 Rg: 99.5 

CQS: 93.5 

X: 0.367 

Y: 0.354 

U: 0.225 

V: 0.326 

Δuv: -0.0066 
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STRIP - STATIC WHITE - SW24/1.5

RESOURCE GUIDE - CONNECTORS/WIRE

.35".42" .45" .66"

DRY BARREL

- 22 AWG

- Dry rated

- 6" Standard length

WET BARREL

- 18 AWG

- Wet rated

- 6" Standard length

BRLBRL

MALE
INPUT CONNECTOR

MALE
INPUT CONNECTOR

FEMALE
OUTPUT CONNECTOR

FEMALE
OUTPUT CONNECTOR

CONNECTORS/WIRE

RELATED PRODUCTSRELATED PRODUCTS

*Full ordering guide available 

for this product

FEMALE BENDERMALE BENDER

TWO-FER FOUR-FER

Junction Box that allows for 

splicing of LED Lead wires

Connects a Female Barrel 

to a Female Barrel 

Connects a Male Barrel to a 

Male Barrel 

Four Females and one MaleTwo Females and one Male

Sold: Individually

Sold: IndividuallySold: Individually

Sold: Individually Sold: Individually

.10"

BARE WIRE

- Belden Wire 22 AWG

- Outdoor rated

- 24" Standard length

BW

BARE WIRE

Q-MINI-J*



Diode free or near Diode free
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STRIP IN EXTRUSION
RESOURCE GUIDE - LUMEN MULTIPLIER

NOTES:  • Data subject to change, all data has +/- 5% tolerance

Satin finish Black finish Bronze finish

FINISH

LENS
LUMEN MULTIPLIER FORMULA

Bare LED Lumens x Extrusion Finish/Lens Value

Example: 

SW24/1.5 at 3000K  x TORQ Extrusion in Black with FR Lens 

172 lm/ft 0.75x =  129 lm/ft

ST BK BZ

CL Clear FR Frosted PR Polar DF Diffused

ENC/CL Encapsulated in Clear ENC/TL Encapsulated in Translucent

SLIM WIDE ROND

Satin Black Bronze Satin Black Bronze Satin Black Bronze

 (ST) (BK) (BZ)  (ST) (BK) (BZ)  (ST) (BK) (BZ)

CL 0.91 0.83 Not CL 0.91 0.83 ** CL 0.85 **

DF 0.74 0.62 Available PR 0.85 0.77 ** FR 0.80 ** Not 

DF 0.78 0.63 ** DF 0.57 ** Available

  

VEGA TORQ TRE3

Satin Black Bronze Satin Black Bronze Satin Black Bronze

 (ST) (BK) (BZ)  (ST) (BK) (BZ)  (ST) (BK) (BZ)

CL 1.00 Not Not CL 0.87 0.80 ** DF 0.81 Not Not 

Available Available FR 0.73 0.75 ** Available Available

PR 0.71 0.73 **

DF 0.61 0.39 **

ENC/CL 0.65 0.80 **

ENC/TL 0.56 0.60 **

ARKA TELA VEVE

Satin Black Bronze Satin Black Bronze Satin Black Bronze

 (ST) (BK) (BZ)  (ST) (BK) (BZ)  (ST) (BK) (BZ)

CL 0.97 0.96 ** CL 0.87 0.86 ** CL 0.90 0.76

FR 0.93 0.95 ** PR 0.88 0.88 ** FR 0.81 0.67 Not 

PR 0.90 0.92 ** DF 0.82 0.81 ** PR 0.81 0.64 Available

DF 0.82 0.69 ** DF 0.72 0.50

FLUR LATO MDIN

Satin Black Bronze Satin Black Bronze Satin Black Bronze

 (ST) (BK) (BZ)  (ST) (BK) (BZ)  (ST) (BK) (BZ)

CL 0.83 0.60 CL 0.91 0.74 ** DF 0.56 Not Not 

FR 0.66 0.48 FR 0.81 0.66 ** Available Available

PR 0.62 0.42 Not PR 0.81 0.64 **

DF 0.53 0.30 Available DF 0.71 0.50 **

ENC/CL 0.64 0.47 ENC/CL 0.78 0.71 **

ENC/TL 0.49 0.36 ENC/TL 0.64 0.48 **

Lens

Finish

Finish

Lens Lens

Lens

Lens

Finish

Finish

Finish

Finish

Finish

Finish

Lens

Lens

LensLens

Lens Lens

Lens

Finish

Finish

Finish

Finish

.27"

.74"

.58"

1.98"

.62"�

.48"�

.41"�

.70"�

.60"

.24"

.71"

.71"

.75"�

.70"�

.63"�

.63"�

.63"�

.63"�

.61"�

.47"� .61"�

.70"�

.90"�

.34"�
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STRIP & EXTRUSION
RESOURCE GUIDE - COMPATIBILITY

STRIP AND EXTRUSION COMPATIBILITY

DRY DMP WET ENC DRY DMP WET ENC DRY DMP WET ENC DRY DMP WET ENC DRY DMP WET ENC

SLIM                    
WIDE                    
ROND                    
VEGA                    
TORQ                    
TRE3                    
ARKA                    
TELA                    
VEVE                    
FLUR                    
LATO                    
LALO                    
MDIN ● ● ●                 

 = NOT Compatible with 6.0 & 7.5 strips

 = Wet rated but with no lens

● = Compatible ONLY with 1.5 & 3.0 strips   

= Compatible

  = NOT Compatible   

EXTRUSIONS

STATIC WHITE DYNAMIC WHITE STATIC COLOR RGB RGBW

6.0 W/ft1.5 - 7.5 W/ft 6.0 W/ft 5.0 W/ft 5.3 W/ft
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STRIP

ACCESSORIES

MOUNTING

CONNECTION

*1 strap included with every 1 ft. of bare LED

iQ-STRAP-10* QTY

Rubber Strap

Fits DRY, DMP, WET

Sold: In packs of 10

.2
5
"

1.33"

iQ-CLIP-SS10 QTY

Metal Clip

Fits DMP, WET

Sold: Individually 

1.27"

.3
0
"

iQ-CLIP-SS12 QTY

Metal Clip

Fits DMP

Sold: Individually

1.17"

.3
0
"

iQ-CLIP-PL QTY

Rubber Clip

Fits DMP, WET

Sold: Individually

.2
4
"

1.09"

iQ-VHB-STD QTY

Adhere LED to smooth surface 

including extrusion

Sold: In feet

iQ-VHB-CON QTY

Adhere LED to concrete surface

Sold: In feet

.01"

.3
8
"

.05"

.5
0
"

PROJECT NAME DATE COMPANY TYPE NOTE 

.96"

.30"

.50"

.78"

.30"

.50"

iQ-CLP-LEAD QTY

Joins lead wire to LED strip

Sold: Individually

iQ-CLP-INLINE QTY

Joins two LED strips

Sold: Individually

NOTE : CLP connectors are SW24/6.0 and SC, DRY rated only, 

 and do not f i t  in ext rus ions.

.17”

.85”

.45”

.17”

.61”

.45”

iQ-SNP-LEAD QTY

Joins lead wire to LED strip

Sold: Individually

iQ-SNP-INLINE QTY

Joins two LED strips

Sold: Individually

NOTE :  SNP f i ts a l l  ext rus ions except the SLIM. Works wi th a l l   

 DRY rated LED str ips .  6 .0 W/FT or less .

JUNCTION BOX

KITS & WIRE

Includes (1)18” Dry lead wire, (1) 1” heat shrink tubing, (1) ½” heat shrink tubing, (1) 6” solder

Includes (1) 6” Dry lead wire, (2) 1” heat shrink tubing, (2) ½” heat shrink tubing, (1) 6” solder

Dry LED lead wire available in custom lengths, 1,000’ reel

Junction box that allows for splicing of LED lead wires
(Full ordering guide available for this product)

iQ-LEAD-18-KIT

iQ-JUMP-6-KIT

iQ-WSW

Q-mini-J

iQ-LEAD-18-KIT Sold individually QTY

iQ-JUMP-6-KIT Sold individually QTY

iQ-WSW Sold in inches QTY

Q-mini-J Sold individually QTY

TWO-FER FOUR-FER MALE BENDER FEMALE BENDER

Two Females and one Male Four Females and one Male Connects a Male Barrel to a 

Male Barrel 

Connects a Female Barrel 

to a Female Barrel 

Sold: Individually Sold: Individually Sold: Individually Sold: Individually

QTY QTY QTY QTY
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SURFACE PREPARATION

E
P
O

X
Y

 

 

.72"

.26"

1 2

Remove the backing from the adhesive and 

apply firm pressure to the bonding surface. 

For Improved bonding performance, apply small amounts of 

epoxy at each end to increase holding force.

4

3

Install clips if they are being used. Install a strap every 12" to secure. 

Allow adhesive to bond for up to 72 hours. 

Materials Suggested Epoxies

Concrete, Stone, Cinderblock, Metal & Brick Loctite Metal and Concrete Two-Part Epoxy

ABS, Fiberglass, Plastic, and PVC Loctite Plastic Two-Part Epoxy

Tile, Wood,Ceramic, Glass, or Metal Loctite Clear Two-Part Epoxy

All Purpose Strong Stik

STRIP SURFACE INSTALLATION

Paint

Wood Brick Concrete

1 layer
2 layers

3M

Primer

94

1 layer
2 layers

50/50 

alc

Throughly clean the area where the tape lights will be installed. 

Using a 50/50 alcohol mix, clean the area where LEDs will be 

applied and allow time for alcohol to dry, roughly 5 minutes. 

For porous materials (wood, brick, concrete) apply two layers of paint or 

primer to the surface. This will help create a better bonding surface for 

these materials. This can be purchases from your local hardware store. 

Apply 3M Primer 94 to surface where LED tape lights will be 

installed to increase bonding power. A second coat can be applied 

once first coat has dried. For best results with a porous material, 

apply the paint as described in step 3 and two layers of Primer 94.

Temperature and Enviromental concerns: 

- Ideal application enviroment is 70-1000 in 50% humidity

- Absolute minimum temperature: 500F

- This temperature and humidity should be maintained for  

  72 hours after application for maximum holding force. 

INSTALLATION

STRIP

NOTES:  • Field modifications must comply with Q-Tran’s installation methods otherwise warranty is null and void
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DC24V DC24V

25

26

2
2

2
3

24

24 25 26 27
232221

Cutting line

a. Place 1st sleeve 

   (1/2" Shrink Tube ) on lead wire.  

b. Shrink the tube with

     heat gun.

c. Place 2nd  (1" Shrink Tube)

    sleeve over 1stsleeve.
      

d. Shrink the tube with

     heat gun.      
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STRIP/EXTRUSION ASSEMBLY

LEAD WIRE & JUMPER

1

1 2

Using a 50/50 alcohol mix, throughly clean the surface of the 

extrusion and the multi-tray surface, allow time to dry (about 5 minutes). 

Measuring & Cutting Solder lead wire onto terminal

2

Gently place LED in Extrusion/Tray. Apply firm pressure to the 

bonding surface. Do not remove more of the backing than is needed. 

3

3

Start applying uniform pressure until the two panels 

(extrusion & lens) snap securely together. 

4

Add glue inside the cap and glue around to secure End Cap in place. 

INSTALLATION

STRIP

NOTES:  • Field modifications must comply with Q-Tran’s installation methods otherwise warranty is null and void

Materials - Lead Wire

(1) 18" Lead Wire

(1) 6" Solder

(1) 1" Shrink Tube

(1) 1/2" Shrink Tube

Materials - Jumper

(1) 6" Lead Wire

(1) 6" Solder

(2) 1" Shrink Tube

(2) 1/2" Shrink Tube
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